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800 Watt Modified Sine Wave 12 Volt dc to 120 Volt ac

DC/AC Aims Power Inverter connects directly to any 12 Volt dc battery.

Application: audio, video, small tools, small appliances, and other
electric products using 800W or less!

Model # PWRINV800W (box) or 

PWRINV800R (clam shell)  

PWRINV800W barcode: 840271 000084

PWRINV800R barcode: 840271 000169

Features:
• 800W continuous power

• Modified sine wave

• Tri colored LED: Green Power on and light/no
load, Yellow medium load, Red heavy load/fault
condition

• Dual ac receptacle

• On/off switch

• Over Temperature protection

• Over Load protection

• Dual cooling fan operation

• Convenient cables with alligator clamps
included for direct connect to battery

• Internally fuse protected

• ac output short circuit protection

• Auto reset on most fault conditions

• Aluminum case for optimal cooling

• Pre-slotted mounting plate

Specifications
• Continuous output power: 800 Watts

• Surge power capability (peak power): 2000 Watts 

• dc input / operating voltage: 10 to 15 Volts 

• Output voltage: 120 Volts ac 

• Output wave form: modified sine wave 

• Output frequency: 60 Hz

• Battery low voltage alarm: 10.5 +/- 0.5 Volts 

• Battery low voltage shutdown: 10.0 +/- 0.5 Volts 

• No load current: < 0.95 Amps 

• Full load efficiency: 90%

• 1/3 load efficiency: 95%

• No load minimum operating temperature: -15
degrees Celsius

• Full load maximum operating temperature: 55
+/- 5 degrees Celsius (automatic shutdown)

• AC Output Socket Type: dual Type 2 -3 prong

• High input voltage protection: 15V 

• Low input voltage shutdown: 10V 

• Internal fuse protection

• Product size (L x W x H): 10.25”X 6.5”X 2.5”

• Weight: 3.7 lbs
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